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1. Function keys and name desc
riptions of remot 

_ Photograph (short press) / 

video (long press) 
Speed changing Power Indicator 

One-key takeoff/landing 

(short press) 

GPS switch 

Geomagnetic calibration 

Gyro calibration _ 

(long press) 

Forward/backward/left | 
Rise/lower/left turn/right turn 

fly/right fly eye | 

joysticks 

One-key return 

Headless mode 

cator Return indicator 
on when in slow speed and quick-flash when Waa) so se rte i 1 

Headless indicator ® € 
Photograph indica taking a picture and (ashes slowly when it enters the 

Outward unlock 

[NS Special note: When power switch is short pressed, it will be turned on; when | Open "C 

it is long pressed, it will be turned off. 1 | 

2. Charging instructions of remote controller: 
a | 

Connect USB charging cable C to the socket. The power indicator 

of remote controller will be constant on when charging; the = 

indicator will automatically turn off when charging is completed, 558, 

with the charging time of about 60min. (Figure 1) 

Figure 1 

3. Charging instructions of the lithium battery: 

3.1 Press the battery module at rear of aircraft and pull it out of the battery compartment. (Figure 2) 
3.2 Connect the USB cable to the socket. The LED indicator turns on constantly when charging; the LED indicator 

automatically turn off when charging is completed with charging time of about 120-160min. (Figure 3) 
3.3 After charging, install the lithium battery module into its compartment. (Figure 4) 5 
A\ Special note: When aircraft alarms due to low-voltage, the body indicator will be slow-flash, meaning the 

being about to be exhausted, and aircraft needs to return immediately. ; 

ti
 

nsure that the charger's volta; 
exposure under sunlight) 
the plug 

ge and plug meet your local standards. (The battery shall be stored in a cool pl 

a er ie in charging, it means that aircraft is charged excessively, and it will damage the a amage in serious situation. Please stop charging immediately. j Attended charging must be ensured. t adopts advanced balanced i 
E 

to avoid the danger ze: 5 “à 
"a & “a 

29 not put the battery into fire to avoid the danger of oa with fs cleric contentct sy . Do not short-circuit the positive and negative terminals of the ie tt 
Parts to avoid the risk of explosion. attery. Do not put the battery togethe 

1 

em



Download on the GETITON 

Google Play 

Scan this QR code to download and 

install the software. 

Scan this QR code to download and 

install the software. 

4.2 Description of links 

D) Turn on aircraft power, enter (Mobile or IPAD) “Settings”
 option, open the wireless network, find the name of the 

setting option. 

2) Open “CSJ GPS” software icon in mobile phone and enter the control interface. (Try to stay away from othe
r signal 

sources when flying) 

os 
onoooeoo Gam 

Click to expand more 

features to operate Open "CSJ GPS" software nterithe Operation Live image appears on the 
Interface" mobile phone screen 

5. Function introductions of APP control interface: 

Return to the main menu Setting 

Controller switch 

Waypoint flying -5 GPS signal 

Surrounding flying Lens reverse 

Album VR split screen mode 

Electricity amount of remote 
Flying record - controller 

Distance information 
Electricity amount of aircraft 

— Forward and backward control Throttle control 

Smart follow 
Gesture photo/video 

One-key retum — 
Take a photo 

One-key takeoff — 
Wide 

One-key landing ~ 
Naame 

Left and right Left and right side fly 

rotation control control



6. Environme ntal requirements before flying: 

Please choose an open indoor area or a rainless outdoor pl
ace with a wind force below grade 4. Please keep awa 

people, trees, wires, tall buildings
, airports and signal towers whe

n flying. 

Special note: flying height and distance
 limit: full-electricity fence shall be with

 a height of 120m and a di 

300m; low-electricity fence shall be wit
h a height of 15m and a distance of 20m

. 
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à instructions before flying:

 
TR Preparatior 

7.1 Map Update:
 

When APP is sta
rted fo) 

connected(Figur
e 5); rei 

corner to make the m
ap ¢ 

update, click the back i
con ii 

r the first time, the mobile data network of your device (mobile phone or IPAD) shall be 

turn to APP control interface, double-click the GPS signal icon
 (Figure 6) in the upper 

an update your location in real time through the mobile data
 network. After complet 

n the top left corner (Figure 7) to return to the mobile phone interface. 

Figure 5 Figure 6 Figure 7 

7.2 Aircraft pairing 

1. Turn on the power of aircraft and place it on a horizontal plane; turn on the power supply of re
mote controll 

remote controller will make a “beep” sound, and aircraft indicator will fast-flash, which means aircraft
 eı 

pairing state automatically; when remote controller make a “beep” sound again, the automatic pairing
 

2. Turn on the WiFi function in the mobile device, and select “CSJ-XXXXXX” in the WiFi list. After co
nn 

7.3 Gyro Calibration: 
Afier pairing of aircraft and remote controller, aircraft needs to be calibrated. Long press “Gyro Calibre 
seconds, remote controller will make a “beep” indi eep” so! i 
Pas cou p” sound and the body indicator will fast flash for 3 Begone S 

[N Special note: If aircraft takes off and flies inclined to one side, it can also be corrected by co 

7.4 Geon 
Press and 
and rear | 
1. Rotate 
compl 

2. After t 
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7.4 Geomagnetic calibration: 

Press and hold “Geomagnetic Calibration” key for 3 seconds, the remote control will make a “beep” sound, and the front 

and rear lights of aircraft will be off, which means it enters the geomagnetic calibration mode. 
1. Rotate aircraft horizontally a circle (360°), the front indicator (blue light) lights up, and the horizontal calibration is 
completed(Figure 8). 

2. After the horizontal calibration, erect the aircraft and rotate a circle (360°), the rear indicator (red light) lights up, 

which means the calibration is succeeded (Figure 9). 

FR 
Figure 8 Figure 9 

7.5 GPS star searching: 

After "Gyro" calibration and “geomagnetic” calibration, the headlight will change from slow f
lash to constant fast flash, 

and then place aircraft on the open horizontal plane and when the headlight become constant on (the process will take a 

few min), it means the star searching is completed, and the aircraft can take off normally. 

[NS Special note: Aircraft can only fly after the outdoor GPS star searching. To fly indoors, turn off the GPS and press 

"GPS Switch" key, the remote controller will make a "beep" sound, and body eye indic
ator and return indicator on 

remote controller will turn off simultaneously, indicating that the GPS has been switched off and the air
craft can fly 

indoors. 

7.6 Aircraft unlock 
Aircraft needs to unlock before flying, turn the left and right joysticks of remote controller outward

 simultaneously and 

then return (Fig. 10). The four propellers rotate synchronously, indicating that unlocking is compl
eted, and then the 

aircraft can be operated normally. 
APP operation: Click “Unlock” icon (Figure 11) in APP control interface to unlock aircraft. 

Figure 11 

7.7 One-key takeoff and landing 

When unlocking is completed, presses “One Key Takeoff/Landing” (Fig. 12) on
 remote controller, aircraft will automati- 

cally rise to a height of about 2m and will fly smoothly at this altitude. Wh
en you press this key again, aircraft will 

automatically land slowly on the ground. j ; 

APP operation: Click “One Key Takeoff” icon (Figure 13) in APP control i
nterface, which can also realize the one-key 

take-off function; during the flying, click “One Key Landing” icon 
(Figure 14) in the interface, aircraft will automatically 

land slowly on the ground. 

Figure 14 - 
Figure 12 

Before taking off of aircraft, please follow the steps 
in the above 

Pairing (Ref. 7.2) — gyro calibration (Ref. 7.3)
 > Geomagnetic 

take-off/landing (Ref. 7.5) 
al 



8. Control method: 

APP op à PP contr 5 ntrc Switch” icon, you will see the joystick on t 
A | interface, and click “C y Joy: he 

PP opera 

The operation mode is as follows 

C000@060® 

a p 

: When the left joystick (throttle) is pushed UD, the 
! main rotor speed increases and aircraft rises, ; 
When the left joystick (throttle) is pushed do: 

| the main rotor speed slows down and aircraft 
| descends. 

When the left joystick (rudder) is pushed to the le 
the nose of aircraft will turn to the left, When it isl 
pushed to the right and the nose of aircraft Will tum 
to the right. 

When the right joystick (rudder) is pushed up, 
aircraft advances forward. 

When the right joystick (rudder) is pushed down, 
aircraft will move back. 

When the right joystick (rudder) is pushed to the 
right, aircraft will fly inclined to the right. 
When the right joystick (rudder) is pushed to the 
left, aircraft will fly incline to the left. 

C2 FA When aircraft is within 100cm from the ground, aircraft will become unstable due to the influence of its Warnings) 
L own blade vortex. This is called “Ground Effect”. The lower the altitude of the drone, the greater the groul UME, «cc is. 

9. Speed switching: 

Turn on remote controller which is by default at the low speed mode (remote controller indicator is always on) and press! 
“Speed Switch“ key of remote controller, it will make two “beep” sounds and will switch to high speed mode (remote 
controller indicator flashes quickly) ; press the key again and after a “beep” sound, it will switch back to the low speed 
mode. 

10. Ins 

10.1 Headless mode 

ucti ion of APP and remote controller functions: 

The front of aircraft when it is turned on and pairing will by default be the front under the headless mode; if you need to 
adjust the direction, please turn on aircraft again, and press “Headless Mode” key (Figure 15) of remote controller. If you 
want to exit this mode, please press this key again. 
{N Special note: Please be sure to align aircraft in a straight line and let the gyroscope automatically. detect the straight 

line to realize the straight flying under headless mode. 

Figure 15 

10.2 On 

During t 
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10.2 One-key return 

During the flying, press “One Key Return” key (Fig. 16) to realize the returning flying. 
After starting the returning flying, 

aircraft will return directly to the take-off point; during the return flying
, press the return key to cancel the return flying. 

APP operation: Click “One Key Return” icon (Figure 17) in APP control interface, and you can also
 return aircraft. 

When you click this icon again during the return flying, cancel the return flying. 

End 

One en, 

oS 2 

Figure 16 Figure 17 « d 

10.3 Waypoint flying mode 

1) Click “Waypoint Flying” icon in APP’s control interface (Figure 18), the interface will convert from image transfe
r page 

to map page. Zoom in the map (Figure 19), and click in the red circle to set the waypoint (Figure 20). It ca
n be set as 

single waypoints or as path range with continuous line of waypoints. During t
he setup process, if you think that the track 

waypoint is too dense, you can click the delete icon to delete a single point or to delete 
all waypoints (Figure 21). 

(2) After setting, click the send icon (Figure 22), a pop-up window will pop up for confirming the waypoints; Please ho
ld 

down the slider (Figure 23) and drag it to the far right. Aircraft will fly from the initial point and go to all
 waypoints to 

complete the preset flying path. The orientation of aircraft can be controlled by a joystick during flying. 

ooqoceoe m 

=? 

Figure 22 En Figure 23 

10.4 Surround flying mode 

Click “Surround Flying” icon in APP control interface (Figure 24), and enter t
he radius value of 5-100m in the 

pop-up window (Figure 25), and click OK (Figure 26); aircraft will fly to the
 distance of the set radius and fly 

around and with the current position as its center. 

[N Special note: When electricity of aircraft is too low, the surround flying
 will not be possible. 

-D-D 
Figure 25 Figure 26 

10.5 Smart follow mode 

Click on “Smart Follow” icon (Figure 27) in APP control interface, aircraft will tra
ck the change of the position of the 

mobile device based on the distance from the current location to the control d
evice(mobile phone or IPAD). 

During the follow process, press the follow-key gently to cancel the foll
ow. 

AN Special note: After changing the position of the drone, if the electricity of aircraft is to
o low or there is a phone 

aircraft will exit the follow mode. 
.



'hoto/Video 5 hen remote controller makes two “beep” Sounds, it m 
er Hs à key on remote controller (Figure ers remote controller will make a “beep” sound, he Re ing this key a i r 

the photogrening Pet ne Pere recording: During the recording, pressiand holdithe key for 35 to indicator 2 
recording. Paes 

ation: Clic 

pea take photos or videos. During th 

i f the videoing, the photo or vi 

en En “Photograph” or “Video” function throug
h remote controller can only be done when e 

a memory card or APP is turned on 

* icon (Figure 29) or “Video” icon (Figure
 30) in APP control interface “Photograph” icon (Fig e videoing process, click the video icon again to end the 

deo will be saved to the media library. 

» and yo 
Proce 

f\ Special note SEE equipped with 
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Figure 29 Figure 30 Figure 28 

Photo/Video ; i : 
wu ee Photograph” icon in APP control interface (Figure 31), a prompt window will pop up, Press S oe rages) and drag it to the farthest right and face aircraft camera with a victory gesture (Figure 33) 
slider (Fig 2 

ture (Figure 34), aircraft will automatically recognize and shoot your gesture and save the image to the m 
ges! ure ’ 
A Special note: When placing a gesture, try to place the gesture at the center of the image transfer pa 

/ eC la = ree) 2: 

I is ironment requirements for the gesture photographing: the sensitivity isan Ri LOB © ‘sin dark background light and in reverse light, and under WiFi environment or under signal inte 

coeQ0ece qa 

Figure 31 Figure 32 Figure 33 

10.8 Short video recording 

D Click “Add Music” icon in APP control interface (Figure 35). In the upper left corner of the new image 

click to select music (Figure 36), and the music to be selected will appear at the bottom of the screen. 

2) Click your favorite music and confirm your selection (Figure 37). A prompt window will pop up, click 
recording (Figure 38). After completion of the recording, the synthesized short video will be saved to 

= per ‘6 
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Figure 35 Figure 36 Figure 37 

14. Solving guidelines for the common problems: 

Aircraft indicator flashing while it does not 
respond to the operations 

1. GPS star searching of aircraft is 1. Move aircraft to an 0] 
failure. searching again 

2. Electricity of aircraft battery is low. 2. Charge the battery 

Aircraft blades rotate but it cannot take off 1. Charge the battery | 

2. Replace the blade 

1. The battery electricity is low. 
2. Blade deformation 

Aircraft shakes badly 

Fine tuning to the end but aircraft still : 1. Blade deformation can't fly smoothly 2. Motor failure 

Start aircraft again after an impact, the | Triaxial acceleration sensor loses balance flying can be controlled due to impact 7 


